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Descripción generada automáticamente]
Silao, Guanajuato, August 18, 2023   
Attention
To whom it may concern
P R E S E N T E: 

By this means I allow myself to send you a cordial greeting and at the same time we send you the comparison  of ISOCINDU  panels vs a system of panels with EPS core where basically it can be observed that to have the same insulation factor "K" of insulation that Isocindu panels provide, twice the thickness with EPS core panel is needed.
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Thanking you in advance for your fine attention, I remain at your command.



Best regards


Arq. Eduardo Martinez Salinas
National Specifier
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Concept

Description

External and internal face

Foil gauge 24 26 28

Color in steel external and internal 

face

Thicknesses

Panel core density

Load capacity between axles with 

multiple points of support at a 

distance of 4.00 meters

U o K Btu/H ft

²

 °F 0.04 U o K Btu/H ft

²

 °F 0.043

R H ft² °F/Btu 23.08 R H ft² °F/Btu 23.08

Panel weight in gauge 26

Fixing the panel

Sound insulation

Delivery times

Behavior and fire resistance

POLYURETHANE ESUMA 

POLYISOCYANURATE FOAM

40 kg/m³ ±10%

EXPANDED POLYSTYRENE (EPS)

16 kg/m³ in thicknesses from 2" to 12"

ISOPARETE WALL PANEL "ISOCINDU" EPS WALL PANEL

Double metal coated panel with rigid

polyurethane or polyisocyanurate foam

insulation,withtongue andgroove gasketwith

hiddenfixingfinishavailablePLISSE,BOXAND

PIANO

Itisthepaneldesignedtobeinstalledverticallyor

horizontally on facades and exterior walls

G-60 galvanized steel by immersion in

continuousheatingSENDZIMIRpre-paintedzinc

plated system (EN 10346

G-60 galvanized steel sheet (ASTM-A 653)

prepainted coating pintro dried by baking

26

White,GreyishWhite(sand),SilverAluminum,

Blugenziana,Terracotta,PineGreen,Anthracite

Grey and great variety of colors in the steel

(minimum of footage to be able to do it)

-FinishedwithStandardPolyester,Duraplusor

Kynar paint

Only in white and sand colors



   1  5/8"   2"   2 1/2"    3"    4"    5"    6"   7"   8"   2"   2 1/2"  3" hasta 12"

Hidden fixation Visible, hidden fixation

Load capacity between axles with 

2 support points at a distance of 

4.00 meters

3" ISOPARETE PANEL 6" EPS WALL PANEL

130 kg/m²

(Maximum permissible deflection = L/200

133 kg/m² 

(Maximum permissible deflection = L/180)

160 kg/m²

(Maximum permissible deflection = L/200)

185 kg/m²

(Maximum permissible deflection = L/180)

Insulation for each panel in lime 

26

3" ISOPARETE PANEL 6" EPS WALL PANEL

11.4 kg/m² 10.98 kg/m²

25.3 Decibels (dB) at a frequency of 500 Hz

There is no information in the data sheet

2 to 3 weeks putting the material on site 5 to 8 weeks put the material on site

It has FM certificate  Is no information in the data sheet
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Concept

Description

External and internal face

Foil gauge 24 26 28

Color in steel external and internal 

face

Thicknesses

Panel core density

Load capacity between axles with 

multiple points of support at a 

distance of 4.00 meters

U o K Btu/H ft

²

 °F 0.06 U o K Btu/H ft

²

 °F 0.065

R H ft² °F/Btu 15.38 R H ft² °F/Btu 15.38

Panel weight in gauge 26

Fixing the panel

Sound insulation

Delivery times

Behavior and fire resistance

POLYURETHANE ESUMA 

POLYISOCYANURATE FOAM

40 kg/m³ ±10%

EXPANDED POLYSTYRENE (EPS)

16 kg/m³ in thicknesses from 2" to 12"

ISOPARETE WALL PANEL "ISOCINDU" EPS WALL PANEL

Double metal coated panel with rigid

polyurethane or polyisocyanurate foam

insulation,withtongue andgroove gasketwith

hiddenfixingfinishavailablePLISSE,BOXAND

PIANO

Itisthepaneldesignedtobeinstalledverticallyor

horizontally on facades and exterior walls

G-60 galvanized steel by immersion in

continuousheatingSENDZIMIRpre-paintedzinc

plated system (EN 10346

G-60 galvanized steel sheet (ASTM-A 653)

prepainted coating pintro dried by baking

26

White,GreyishWhite(sand),SilverAluminum,

Blugenziana,Terracotta,PineGreen,Anthracite

Grey and great variety of colors in the steel

(minimum of footage to be able to do it)

Only in white and sand colors



   1  5/8"   2"   2 1/2"    3"    4"    5"    6"   7"   8"   2"   2 1/2"  3" hasta 12"

Hidden fixation Visible, hidden fixation

Load capacity between axles with 

2 support points at a distance of 

4.00 meters

PANEL ISOPARETE DE 2" 4" WALL PANEL

145 kg/m

²

(Deflexión máxima permisible = L/200)

227 kg/m

² 

(Deflexión máxima permisible = L/180)

190 kg/m

²

(Deflexión máxima permisible = L/200)

293 kg/m

²

(Deflexión máxima permisible = L/180)

Insulation for each panel in lime 

26

PANEL ISOPARETE DE 2" 4" WALL PANEL

10.5 kg/m² 10.17 kg/m²

25.3 Decibels (dB) at a frequency of 500 Hz

There is no information in the data sheet

2 to 3 weeks putting the material on site 5 to 8 weeks put the material on site

It has FM certificate  Is no information in the data sheet
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BUILDING ENVELOPE SOLUTIONS
Cindu - Manni Group J.V.





image5.jpg
ISOCINDU S.A.DEC.V.

Direccion Fiscal y Plata

Av. Libre comercio # 137
Puerto Interior Santa Fe Il | Silao Gto. | C. P. 36275
RFC: 1S0140609LJ5

atencionaclientes@isocindu.mx
T.+52 1472 800 72 41

www.isocindu.mx

Management and coordination
MANNI GROUP Sp.A
P.IVA e CF. 02960130231

ITALY WORLD
TRAVENZUOLO (VR) ISOPAN IBERICA (Spain)
PATRICIA (FR) ISOPAN EST (Romania)

ISOPAN DEUTSCHLAND (Germany)
ISOPAN RUS (Russia)

ISOPAN FRANCE (France)
ISOPAN CZ (Czech Republic)
ISOCINDU (Mexico)
www.isopan.com




